Environmental Protection Agency

under this paragraph by either submit-
ting to the Administrator a written no-
tification identifying the exempt units
or permanently marking the exempt
units at the faculty site. If you choose
to prepare and submit a written notifi-
cation, this notification must include a
site plan, process diagram, or other ap-
propriate documentation identifying
each of the exempt units. If you choose
to permanently mark the exempt
units, each exempt unit must be
marked in such a manner that it can be
readily identified as an exempt unit
from the other remediation material
management units located at the site.

(2) You must prepare an initial deter-
mination of the total annual HAP
quantity in the remediation material
placed in the units exempted under this
paragraph. This determination is based
on the total quantity of the HAP listed
in Table 1 of this subpart as deter-
mined at the point where the remedi-
ation material is placed in each ex-
empted unit. You must perform a new
determination whenever the extent of
changes to the quantity or composition
of the remediation material placed in
the exempted units could cause the
total annual HAP content in the reme-
diation material to exceed 1 Mg/yr. You
must maintain documentation to sup-
port the most recent determination of
the total annual HAP quantity. This
documentation must include the basis
and data used for determining the or-
ganic HAP content of the remediation
material.

[68 FR 58190, Oct. 8, 2003, as amended at 71 FR
69017, Nov. 29, 2006]

§63.7887 What are the general stand-
ards I must meet for my affected
equipment leak sources?

(a) You must control HAP emissions
from equipment leaks from each equip-
ment component that is part of the af-
fected source by implementing leak de-
tection and control measures according
to the standards specified in §§63.7920
through 63.7922 unless you elect to
meet the requirements in paragraph (b)
of this section.

(b) If the affected equipment leak
source is also subject to another sub-
part in 40 CFR part 61 or 40 CFR part
63, you may control emissions of the
HAP listed in Table 1 to this subpart

§63.7890

from the affected equipment leak
source in compliance with the stand-
ards specified in the other applicable
subpart. This means you are complying
with all applicable emissions limita-
tions and work practice standards
under the other subpart (e.g., you im-
plement leak detection and control
measures to reduce HAP emissions as
specified by the applicable subpart).
This provision does not apply to any
exemption of the affected source from
the emissions limitations and work
practice standards allowed by the other
applicable subpart.

[71 FR 69017, Nov. 29, 2006]

§63.7888 How do I implement this rule
at my facility using the cross-ref-
erenced requirements in other sub-
parts?

(a) For the purposes of this subpart,
when you read the term ‘“‘HAP listed in
Table 1 of this subpart’ in a cross-ref-
erenced section under 40 CFR part 63,
subpart DD—National Emission Stand-
ards for Hazardous Air Pollutants from
Off-Site Waste and Recovery Oper-
ations, you should refer to Table 1 of
this subpart.

(b) For the purposes of this subpart,
when you read the term off-site mate-
rial in a cross-referenced section under
40 CFR part 63, subpart DD—National
Emission Standards for Hazardous Air
Pollutants from Off-Site Waste and Re-
covery Operations you should sub-
stitute the term remediation material,
as defined in §63.7957.

(c) For the purposes of this subpart,
when you read the term regulated ma-
terial in a cross-referenced section
under 40 CFR part 63, subparts OO, PP,
QQ, RR, TT, UU, WW, and VV you
should substitute the term remediation
material, as defined in §63.7957.

PROCESS VENTS

§63.7890 What emissions limitations
and work practice standards must I
meet for process vents?

(a) You must control HAP emissions
from each new and existing process
vent subject to §63.7885(b)(1) according
to emissions limitations and work
practice standards in this section that
apply to your affected process vents.
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